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REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY & REPLACE CONCRETE

APRON TO MATCH EXISTING 

ROADWAY.

REGRADE AROUND DRAINAGE

STRUCTURE. ADJUST WATER

VALVE ELEVATION AS NECESSARY.
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H

END NEW SIDEWALK AT PINEBROOK AVE.

 INSTALL RAMP TYPE 1 WITH 

DETECTABLE WARNINGS. 
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BEGIN NEW 4’ CONCRETE SIDEWALK 

WITH 7’ SNOW STORAGE. INSTALL 

TYPE LS CROSSWALK . INSTALL RAMP

TYPE 1 WITH DETECATBLE WARNINGS.

UTILITY COMPANY WILL BE CONTACTED 

TO RELOCATE UTILITY POLE GUY WIRE.
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SITE 1: WILLIAMSVILLE
COUNTRY PARKWAY

GENERAL PLAN

5758.96

GNP-1

 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY & REPLACE CONCRETE

APRON TO MATCH EXISTING 

ROADWAY.

NEW 4’ CONCRETE SIDEWALK BEGINS.

SAWCUT AND MATCH TO EXISTING 

CONCRETE SIDEWALK ALONG MAPLE RD.

7’ SNOW STORAGE. REMOVE PRIVATE

EXISTING 2’ HIGH 20’ LONG DRY LAID

 RETAINING WALL.

REMOVE AND GRIND STUMP 

OF 24" DIA. DECIDUOUS TREE.

REMOVE AND GRIND STUMP 

OF 24" DIA. DECIDUOUS TREE.

REMOVE AND GRIND STUMPS 

OF 3 LARGE DECIDUOUS TREE.

36" DIA., 26" DIA., & 18" DIA.

RELEASE NEEDED FOR WORK

OUTSIDE THE HIGHWAY

BOUNDARY.

REMOVE AND GRIND STUMPS 

OF 2 LARGE DECIDUOUS TREE.

36" DIA. & 26" DIA.

REMOVE AND GRIND STUMP 

OF LARGE DECIDUOUS TREE.

30" DIA.

REMOVE AND GRIND STUMPS 

OF 5 (18" - 24" DIA.) DECIDUOUS TREES.

ADJUST ELEVATION OF WATER

VALVES AS NECESSARY. RELEASE

NEEDED FOR WORK OUTSIDE THE 

HIGHWAY BOUNDARY

REMOVE AND GRIND STUMP 

OF 18"DIA. DECIDUOUS TREE.

REMOVE AND GRIND STUMPS 

OF 3 12"-24" DIA. DECIDUOUS TREES.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY & REPLACE CONCRETE

APRON TO MATCH EXISTING 

ROADWAY.

REFER TO DETAIL 1. 

SAWCUT AND TIE IN 

EXISTING PRIVATE

DRIVEWAY.

NEW 4’ CONCRETE SIDEWALK BEGINS.

MATCH & TIE IN EXISTING PRIVATE

DRIVEWAY. 7’ SNOW STORAGE.

END NEW SIDEWALK.

MATCH AND TIE IN 

EXISTING PRIVATE 

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY & REPLACE CONCRETE

APRON TO MATCH EXISTING 

ROADWAY.
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H END NEW CONCRETE SIDEWALK.

INSTALL RAMP TYPE 1 WITH 

DETECTABLE WARNINGS. INSTALL

CROSSWALK TYPE LS.  TIE IN AND 

MATCH WITH NEW 4’ CONCRETE 

SIDEWALK ALONG SIXTH AVE.  

RELOCATE UTILITY POLE GUY WIRE.

REFER TO DETAIL 1. SAWCUT AND 

TIE IN  EXISTING PRIVATE 

DRIVEWAY D-24. 
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REMOVE AND GRIND STUMP 

OF 18" DIA. DECIDUOUS TREE.
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SITE 1: WILLIAMSVILLE

COUNTRY PARKWAY

GENERAL PLAN

GNP-2

END NEW 4’ CONCRETE

SIDEWALK WITH 7’ SNOW

STORAGE AT BRIAN WAY.

FLUSH SIDEWALK, NO RAMP REQUIRED.

INSTALL DETECTABLE WARNINGS.

INSTALL CROSSWALK TYPE LS. 

BEGIN NEW 4’ CONCRETE SIDEWALK 

WITH 7’ SNOW STORAGE AT BRIAN AVE.

FLUSH SIDEWALK, NO RAMP REQUIRED. 

INSTALL DETECTABLE WARNINGS.

RELOCATE SINGLE POST SIGN.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY & REPLACE CONCRETE

APRON TO MATCH EXISTING 

ROADWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY & REPLACE CONCRETE

APRON TO MATCH EXISTING 

ROADWAY.

ADJUST PRIVATE DRAINAGE

INLET ELEVATION AS NECESSARY.

ITEM 604.0701

END NEW SIDEWALK AT HOLLYBROOK

AVE. INSATLL RAMP TYPE 3 WITH DETECTABLE

WARNINGS. INSTALL CROSSWALK TYPE LS. 

BEGIN NEW 4’ CONCRETE SIDEWALK

WITH 7’ SNOW STORAGE ST HOLLYBROOK AVE. 

INSTALL RAMP TYPE 3 WITH DETECTABLE 

WARNINGS. ADJUST WATER & GAS VALVE 

ELEVATIONS AS NECESSARY. SAW CUT AND 

MATCH TO EXISTING 4’ CONCRETE SIDEWALK. 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY. REPLACE CONCRETE APRON

AND MATCH TO EXISTING ROADWAY.

REMOVE AND GRIND STUMP 

OF LARGE DECIDUOUS SHRUB.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY

RELOCATE EXISTING

MAILBOX

REMOVE AND GRIND STUMP 

OF LARGE DECIDUOUS SHRUB.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

BEGIN NEW 4’ CONCRETE SIDEWALK

WITH 4’ SNOW STORAGE. INSTALL 

RAMP TYPE 3 WITH DETECTABLE 

WARNINGS. SAWCUT AND MATCH

TO EXISTING 4’ CONCRETE SIDEWALK. 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

ADJUST MANHOLE ELEVATION 

AND CAST AROUND AS NECESSARY.
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REMOVE AND GRIND STUMP 

OF 20" DIA. DECIDUOUS TREE.

END NEW SIDEWALK AT COUNTRY PARKWAY.

INSATLL RAMP TYPE 1 WITH DETECTABLE

WARNINGS. INSTALL CROSSWALK TYPE LS. 

ADJUST SANITARY SEWER MANHOLE 

ELEVATION AND CAST IN AS NECESSARY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY. RELOCATE EXISTING

MAILBOX.

ADJUST SANITARY SEWER MANHOLE 

ELEVATION AND CAST IN AS NECESSARY.
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SITE 1: WILLIAMSVILLE

COUNTRY PARKWAY

GENERAL PLAN

GNP-3

0 40 80 120 160’40

1" = 80’

BEGIN NEW 4’ CONCRETE WITH

4’ SNOW STORAGE. INSTALL 

DETECTABLE WARNINGS ON 

FLUSH RAMP TYPE 1.

ADJUST WATER VALVE

ELEVATION AS NECESSARY.

REFER TO DETAIL 1. 

SAWCUT AND TIE IN

EXISTING DRIVEWAY.

 

REFER TO DETAIL 1. 

SAWCUT AND TIE IN

EXISTING DRIVEWAY.

 

REFER TO DETAIL 1. 

SAWCUT AND TIE IN

EXISTING DRIVEWAY.

ADJUST SANITARY SEWER

MANHOLE ELEVATION AND

CAST IN AS NECESSARY.

REFER TO DETAIL 1. SAWCUT AND 

TIE IN EXISTING PRIVATE DRIVEWAY 

& REPLACE CONCRETE APRON TO 

MATCH EXISTING ROADWAY. 

NEW 4’ CONCRETE SIDEWALK

WITH 7’ SNOW STORAGE.

REMOVE AND GRIND STUMP

OF 8"DIA. EVERGREEN 

TREE. RELEASE NEEDED.

REFER TO DETAIL 1. 

SAWCUT AND TIE IN

EXISTING DRIVEWAY.

RELOCATE UTILITY POLE

AND GUY WIRE.

REFER TO DETAIL 1. 

SAWCUT AND TIE IN

EXISTING DRIVEWAY.

REMOVE AND GRIND

STUMPS OF 2 LARGE

DECIDUOUS SHRUBS.

ADJUST WATER VALVE

ELEVATION AS NECESSARY.

REFER TO DETAIL 1. 

SAWCUT AND TIE IN

EXISTING DRIVEWAY.

REMOVE AND GRIND STUMPS

OF 4 LARGE DECIDUOUS SHRUBS.

REFER TO DETAIL 1. SAWCUT AND TIE IN

EXISTING DRIVEWAY.

REMOVE AND GRIND STUMPS

OF TWO (18"DIA. & 12"DIA.) 

LARGE DECIDUOUS TREES. 1 ON 

EITHER SIDE OF D-18. ADJUST

2 UTILITY COVER ELEVATIONS 

& CAST IN AS NECESSARY. 

REFER TO DETAIL 1. SAWCUT AND 

TIE IN EXISTING PRIVATE DRIVEWAY.

REDUCE SNOW STORAGE TO 6’.

RELOCATE 3 SMALL

EVERGREEN SHRUBS.

REMOVE AND GRIND STUMPS 

OF 12"DIA. DECIDUOUS TREE.

REMOVE AND GRIND STUMPS

OF 4 (6"-12"DIA.) EVERGREEN TREES.

REMOVE AND GRIND STUMPS

OF 2 8"DIA.  EVERGREEN TREES.

REMOVE AND GRIND STUMPS

OF 11 MEDIUM DECIDUOUS SHRUBS. 

REMOVE AND GRIND STUMPS

OF 3 MEDIUM DECIDUOUS SHRUBS.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

ADJUST ELEVATION OF 

SANITARY SEWER MANHOLE

AND CAST IN AS NECASSARY. 

REFER TO DETAIL 1.

SAWCUT AND TIE IN EXISTING

PRIVATE DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY. 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY. 

BEGIN NEW 4’ CONCRETE SIDEWALK

WITH 7’ SNOW STORAGE. INSTALL RAMP 

TYPE 1 WITH DETECTABLE WARNINGS. 

END NEW SIDEWALK. INSTALL

RAMP TYPE 1 WITH DETECTABLE 

WARNINGS. INSTALL CROSSWALK

TYPE LS. 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY. EXPAND SNOW 

STORAGE TO 7’.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY. 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY. REMOVE AND GRIND 

STUMPS OF 2 (18"-24"DBH) DECIDOUS 

TREES. 1 ON EITHER SIDE OF D-17.

BEGIN NEW 4’ CONCRETE SIDEWALK

WITH 10’ SNOW STORAGE. INSTALL 

RAMP TYPE 3.

END NEW SIDEWALK. INSTALL RAMP TYPE 3 

WITH DETECTABLE WARNINGS. INSTALL 

CROSSWALK TYPE LS. MATCH AND TIE INTO

NEW 4’ CONCRETE SIDEWALK ALONG

FIFTH AVENUE WITH 10’ SNOW STORAGE. 

RELOCATE SINGLE POST SIGN. 

ADJUST WATER VALVE

ELEVATION AS NECESSARY.

ADJUST SANITARY SEWER MANHOLE 

ELEVATION AND CAST IN AS NECESSARY.
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SITE 1: WILLIAMSVILLE

COUNTRY PARKWAY

GENERAL PLAN

GNP-4

0 40 80 120 160’40

1" = 80’

NEW 4’ CONCRETE SIDEWALK

WITH 7’ SNOW STORAGE. 

END NEW SIDEWALK. SAWCUT

AND MATCH WITH EXISTING

CONCRETE PRIVATE DRIVEWAY.

BEGIN NEW 4’ CONCRETE

SIDEWALK WITH 7’ SNOW STORAGE

ADJUST GAS MANHOLE ELEVATION 

AND CAST IN AS NECESSARY.

END NEW SIDEWALK. INSTALL

RAMP TYPE 1 WITH DETECTABLE 

WARNINGS. INSTALL CROSSWALK

TYPE LS.

BEGIN NEW 4’ CONCRETE SIDEWALK

WITH 7’ SNOW STORAGE. INSTALL RAMP 

TYPE 1 WITH DETECTABLE WARNINGS. 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

END NEW SIDEWALK. SAWCUT

AND MATCH WITH EXISTING

CONCRETE PRIVATE DRIVEWAY.

BEGIN NEW 4’ CONCRETE

SIDEWALK WITH 6’ SNOW STORAGE

ADJUST SANITARY SEWER MANHOLE

AND CAST IN AS NECESSARY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

DRIVEWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY & REPLACE CONCRETE

APRON TO MATCH EXISTING ROADWAY.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY. 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY. 

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE 

DRIVEWAY. 

ADJUST SANITARY SEWER MANHOLE 

ELEVATION AND CAST IN AS NECESSARY.

REMOVE AND GRIND STUMP

OF 8"DBH EVERGREEN TREE. 
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END NEW SIDEWALK. INSTALL 

RAMP TYPE 1 WITH DETECTABLE WARNINGS.

RELOCATE 80 LF OF

WOOD FENCE.

BEGIN NEW 4’ CONCRETE

SIDEWALK WITH 8’ SNOW 

STORAGE. SAWCUT AND TIE IN

EXISTING PRIVATE DRIVEWAY.

BEGIN NEW 4’ CONCRETE 

SIDEWALK WITH 8’ SNOW 

STORAGE. INSTALL RAMP

TYPE 1 WITH DETECTABLE 

WARNINGS.

END NEW SIDEWALK.

SAWCUT AND TIE IN

EXISTING PRIVATE

DRIVEWAY.

GRID

NORTH

REMOVE AND GRIND STUMP

OF 24"DBH EVERGREEN TREE.

END NEW SIDEWALK. MATCH

AND TIE IN EXISTING 4’

CONCRETE SIDEWALK WITH

10’6" SNOW STORAGE.
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SITE 1: WILLIAMSVILLE

COUNTRY PARKWAY

GENERAL PLAN

GNP-5

0 40 80 120 160’40

1" = 80’

BEGIN NEW 4’ CONCRETE SIDEWALK. 

SAWCUT AND MATCH WITH EXISTING 

4’ CONCRETE SIDEWALK WITH 10’6" 

SNOW STORAGE.

REDUCE SNOW STORAGE

TO 7’6".

REFER TO DETAIL 1.

SAWCUT AND TIE INTO

EXISTING PRIVATE DRIVEWAY.

NEW 4’ CONCRETE SIDEWALK

WITH 8’ SNOW STORAGE.

REFER TO DETAIL 1. SAWCUT

AND TIE IN EXISTING PRIVATE

 DRIVEWAY.

BEGIN NEW 4’ CONCRETE SIDEWALK.

SAW CUT AND MATCH TO EXISTING

4’ CONCRETE SIDEWALK WITH 7’6"

SNOW STORAGE. 

ADJUST 2 MANHOLE ELEVATIONS

AND CAST IN AS NECESSARY.

SAWCUT AND MATCH WITH

EXISTING PRIVATE CONCRETE

WALKWAY. 

FOR INFORMATION ALONG 

COUNTRY PARKWAY AT THIS

LOCATION REFER TO GNP-2.

FOR INFORMATION ALONG

COUNTRY PARKWAY REFER

TO GNP-2
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CAST IN AS NECESSARY.

REFER TO DETAIL 1.

SAWCUT AND TIE IN 

EXISTING PRIVATE DRIVEWAY
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